








The Eclipse 3, featuring autoSAT Technology

autoSAT Technology,
consistently maintains an

FiO2 by adjusting to the
patient’s respiratory rate.

As their rate increases,

the autoSAT feature will
servo-control the device to
automatically increase oxygen
output to ensure uninterrupted
delivery of the set pulse dose
volume. autoSAT provides the
patient with unparalleled
performance without limiting
available oxygen, enabling the
system to automatically adjust to
increased oxygen demands that
often occur as a part of a
patient’s everyday life. 2
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autoSAT™ Technology chart referencing the Eclipse FiO2 Pulse setting of 48mL

Trigger sensitivity Adjustable between
-0.125 cm H20 to -0.40 cm H20

Eclipse 3 Oxygen System Specifications*

Size: Hx W x D 19.3x12.3 x 7.1 inches
49.0x31.2 x18.0 cm Altitude 0-13,123 feet (0-4000 meters)
Weight: operating range
Eclipse 15 pounds

Power Cartridge 3.4 pounds Alarms/Alerts

e Loss of power
0.5 to 3.0 LPM (0.5 liter increments) Low Power Cartridge
Low Therapeutic Oxygen Output
Oxygen flow outside normal limits
No inspiration detected in

Pulse Dose Mode

Continuous Flow settings
(measured in Liters Per Minute LPM)

Pulse Dose settings 16-96 (16mL increments), 128mL, 160mL, 192mL

(measured in mL)

Oxygen concentration
Oxygen output pressure

Sound level

Power specifications:
AC Operation
DC Operation
Power Cartridge

Power Consumption

Nominal Power Cartridge
operating time

Power Cartridge
recharge time

Back up alarm power

Oxygen concentration
indicator

Operating temperature

90% + 3% @ sea level Unit Malfunction
5.0 psig (34.5 kPa) nominal

48 dB(A) at 3.0 LPM Continuous Flow Mode
40 dB(A) at 3.0 Pulse Dose setting

Model Selection Guide

Note: The Eclipse Oxygen System consists of
Concentrator, Power Cartridge, AC Power Supply, DC
Power Supply and Cart with telescoping handle.
100-240 VAC, 50-60 Hz

12 V nominal

Quantity (2) 97.5 W-Hr battery packs each containing
7.92 grams of equivalent lithium content

Item No: 5900
Eclipse 3 Oxygen System, Model 1000B
North American Power Cord, English Manual

SEQUALI*

www.sequal.com

52 watts at 1.0 LPM continuous flow
145 watts at 3.0 LPM continuous flow
45 watts at 1.0 pulse dose setting

95 watts at 6.0 pulse dose setting

2.0 hours at 2.0 LPM continuous flow
1.3 hours at 3.0 LPM continuous flow
5.2 hours at 2.0 pulse dose setting, 12bpm
3.5 hours at 6.0 pulse dose setting,12bpm

1.8 t0 5.0 hrs, dependent upon the flow recharge time setting,
to achieve 80% capacity from a fully discharged Power Cartridge

Customer Service Department

9 Volt battery

Green Light = Normal Operation
Yellow Light = Warning or Caution
Red Light Flashing = Abnormal Operation

50° F to 104° F (10° C to 40° C) at [S090T2000 150134852003
82.4° F (28° C) dew point, non-condensing A e D

E31009



